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Office Address -

No. 9 (Suit 6),

Nour Alley,

Africa St.,

Tehran/lran

Tel: (+98-21)88 67 7965 - 88 67 79 66

(+98-21) 88 67 39 18 - 88 67 39 19
Fax: (+98 -21) 88 87 85 81

info@parsethylene-kish.com
www.parsethylene-kish.com



" hanks to the wide range of the products, Pars Ethylene Kish
is in the position to supply the needs of its customers at highly
competitive prices and well before the independent unit,
is housed in a separate building and comprises especialized
space for various tests on raw materials and pipes such as
density test, Melting Flow indicator (MFI) carbon percentage.
Outward shape, marking and control of dimensions of are
ensured both in the process of pre-productions of pipes in the
post-production stage. To ensure quality control of the manufactured
pipes, burst, hydrostatic pressure, Heat Reversion (H.R) and
Environment Stress Cracking Resistance (E.S.D.R) tests have
definite influence. It should be added that density, carbon and MFI
tests are conductedal so on the manufactured pipes.
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Pars Ethylene Co.

POLYETHYLENE PIPES




“ars Ethylene Kish Co.

isamanufacturerofvarioustypes
of Polyethylene Pipes.Its Factoryis
locatedatkm160fTehran-Saveh
Highwayand adjacent thereto.
Therefore,itissuitablyplacedfor
destinationsin the country.
Thelegal type shipment of pipesto
variousofthe companyisaprivate
joint stockcompany,foundedand
dulyregisteredin1989by specialists
having along and effective experiences
inproductionofpolyethylene pipes.
We believe that quality is not
something to achieve haphazardly;
therefore, we turn to experienced
specialists and directors and use high
as well as advanced technology in
production. consequent ly, our company
is proud to offer a long-term guarantee
forits products over the quality and
reassure consumers: highly modem
assembly line in compliance with latest
technological gains purchased

form the German Reifenhuser Co.
and a latest version of fully

automatic extrusion line for
producing polyethylene gas pipes
from  Battenfeld Extrusion
technique Germany.

» Certificate of compliance with
norms and standards from
Institute of Standard & Industrial
Research of Iran.
»Implementation of a quality

control system, which has
enabled the company to win
ISO-9002 certificate.

*Modern and well-equipped
laboratories to conduct the prior
proper certification tests.

« Certification by Iranian Irrigation
Organization.

«Full identity card of the product,
affixed thereon, in order to detect
and shoot any eventual troubles.

Application & Properties of
polyethylene Pipes

“ olyethylene pipes are used in
urban and rural water supplies,
firefighting, conduit, sewage
system, water conveyance
in  agriculture, drainage,
various irrigation = methods
such as drip  irrigation
and sprinkler irrigation, gas
canalization, cable protection,

steel pipes protection,
construction works and many
other instances.

Characteristics

“olyethylene pipes are lighter
than various other pipes and are
much easier to handle and carry.

Fitting polyethylene pipes into
each other is very easy. Their
connection with each other is
ensured by heating. Their fittings
are easily installed and can be
connected with various pipes.

Polyethylene pipes have high
resistance to mechanical and
physical factors (pressure, shock,
bending, twisting and sunlight).

Polyethylene pipes are highly
resistance to chemical factors and
corrosion.

Furthermore, because of their
chemical composition, they are
not exposed to the risk of
destruction by rodents.

They can be produced in coils
and in lengths according to the
consumers’' needs. This, in turn,
facilities installation and allows
economies in fittings.

The smooth inner surface of
pipes allows their wide application
in sewage systems.



